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CAT5 TWISTED PAIR VIDEO BALUN 
 

 
 

APPLICATION 
·  Four channel passive video transceiver.   
·  This device is capable of receiving and transmitting video signal over UTP cable.  
·  This unit can be used in DVR/ QUAD and easy to transfer long distance for camera video and PTZ 

control signal.  For max transmitting distance, color is 400m and black/ white is 600m. 
 

FEATURES 
·  To ensure image transmitting quality and solve the problem that the quality of coaxial cable caused 

or long distance transmission cause color or synchronal signal lost 
·  To transmit image via UTP. 
·  Solve the problem of longer distance and signal transmission. 
·  Outstanding interference rejection and lower radiation.  The unit is lightning proof and has resisting 

surge function.  Even in strong interference environment, the unit can transmit image in high quality. 
·  Improve image quality and reduce noise. 

 

SPECIFICATION 
 

Part No. LLT-204 
 
Item  
Product Name Cat5 Twisted Pair Video Balun 
Spec 4 CH passive or 3 CH Video + 1 CH Date 
Video Frequency Response DC-6MHz 

 Common Mode/  
Differential Mode Rejection 15KHz  6MHz  60dB type 

 
Audio/  Data Yes 
Power/ Control No 

Impedance 
Coax male BNC:75� ,  
UTP (Screwless) Terminal Block or  
UTP RJ45 Data Connector:100�  

Wire Type 
One Unshielded Twisted Pair 24-16AWG(0.5-1.31mm)  
Per video signal: DC Loop Resistance 52 ohms  
per 1,000ft (18 ohms per 100m) 

UTP Port RJ45 
Dimension W = 70mm  D = 30mm  H = 103mm 
Weight 170g 
Temperature  -10
C to +50
C 
Humidity Rating Up to 95%  

 


